


Wide and Zoom & PanTilt
Hands-free Color Video Intercom

Actual size

Works anytime, even during your absence with 6 shots 
per picture.  

Recording & Playing

The play LED flashes when there are auto-
recorded pictures.  

Record picture as you need when you press the 
REC button while monitoring or talking to a visitor. 

JK-1MED
only

Up to 40 pictures can be recorded, and 10 can be protected from automatic overwriting. 

With JK-1MED, you can  record pictures of visitors both manually and automatically.

3 shots at the Zoom mode 3 shots at the Wide mode

Hands-free & Press-to-talk communication
Room-to-room communication
External sensor input is available

Option button
Video signal can be output from
 the Master Station.

Monitor the area around the Door Station in both Wide and Zoom modes.  To ensure privacy, inside 
sound is not transmitted to the Door Station.

JK-DV JK-DVF JK-DA

Access Control
Optional

Access control 
keypad,
flush mount

AC-10S
Access control 
keypad,
surface mount JK-DV + AC-10S

AC-10F

Boxed Sets
•JKS-1AD    
   JK-1MD, JK-DA & power supply

•JKS-1ADV  
   JK-1MD, JK-DV & power supply

•JKS-1ADF  
   JK-1MD, JK-DVF & power supply
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IER-2
Call extension

Door station Master station Sub master station

PT

4

4

or

PS18

JK-1MED
Master station w/Wide and 
Zoom & PanTilt color monitor
& built-in picture memory
H 185 x W 135 x D 27 (mm)
H 7-5/16" x W 5-5/16" x D 1-1/16"  

INSIDEENTRANCE

2

2 2

JK-DA
Surface mount
H 129 x W 97 x D 35.5 (mm)
H 5-1/8" x W 3-7/8" x D 1-9/16" 

JK-DVF
Vandal-resistant, 
flush mount
H 209 x W 135 x D 8* (mm)
H 8-1/4" x W 5-5/16" x D 5/16" 

JK-1MD
Master station w/Wide and 
Zoom & PanTilt color monitor
H 185 x W 135 x D 27 (mm)
H 7-5/16" x W 5-5/16" x D 1-1/16" 

JK-DV
Vandal-resistant, surface mount
H 173 x W 98 x D 29.5 (mm)
H 6-13/16" x W 3-7/8" x D 1-3/8" 

or

or

IER-2
Call extension

Door station Master station Sub master station

PT

4

4

or

JK-1HD
Sub master station 
w/color monitor
H 185 x W 135 x D 27 (mm)
H 7-5/16" x W 5-5/16" x D 1-1/16"

JK-1SD
Audio sub master station
H 185 x W 80 x D 27(mm)
H 7-5/16" x W 3-1/8" x D 1-1/16" 

PS18

The image on the monitor is simulated to explain the functions. It is different from the actual image.

: Power supply PS-1820S, PS-1820UL, PS-1820, PS-1810DIN : AC transformerPTPS18

JKW-BA JK-1MD/1MED
(or farthest 
room station)

JK-DV

200m(650') / Ø1.0mm(18AWG) 100m(330') / Ø1.0mm(18AWG)

2 2

JKW-BA Long distance adaptor
H 109 x W 123 x D 61 (mm), H 4-1/4" x W 4-3/16" x D 2-3/8"

• When JK series color video door station is more than 100m(330') to max. 300m(980') away.

Boxed Sets
•JKS-1AED   
  JK-1MED, JK-DA & power supply

•JKS-1AEDV
   JK-1MED, JK-DV  & power supply

•JKS-1AEDF
   JK-1MED, JK-DVF & power supply

1 2
DOOR INSIDEJK-1MD 1 2

DOOR INSIDEJK-1MED

Video output Video output

Entrance Monitoring JK-1MD & JK-1MED

Other Features JK-1MD & JK-1MED

3 Types of 
Door Station

Automatic Recording

Manual Recording Playing

*Recess: 45mm, 1-25/32" *Recess: 45mm, 1-25/32"
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JK-DV
Vandal-resistant, surface mount
H 173 x W 98 x D 29.5 (mm)
H 6-13/16" x W 3-7/8" x D 1-3/8" 

JK-DA
Surface mount
H 129 x W 97 x D 35.5 (mm)
H 5-1/8" x W 3-7/8" x D 1-9/16" 

JK-DVF
Vandal-resistant, 
flush mount
H 209 x W 135 x D 8* (mm)
H 8-1/4" x W 5-5/16" x D 5/16" 

JK-1SD
Audio sub master station
H 185 x W 80 x D 27(mm)
H 7-5/16" x W 3-1/8" x D 1-1/16" 

JK-1HD
Sub master station 
w/color monitor
H 185 x W 135 x D 27 (mm)
H 7-5/16" x W 5-5/16" x D 1-1/16"

Wide Angle with

Picture Memory 

Example:

Picture
memory

Picture memoryStandard


